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CONSTRUCTION DETAILS: \ GENERAL NOTES: 1O MUDDY BRANCH RD
A, INSTALL 10' PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), MODIFIED BASE, \\ 1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION. e
COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: -2 IN. 2. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS.
- EH\/S(:TASLquPgEEEBSC}TA?_OEODBFEIT(25$D12&3 ) WITH BREAKAWAY GOUPLINGS ) . 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON
. 5 PLINGS (MD 818.16-01), MODIFIED BASE, e COMPLETION OF THE NEW SIGNAL.
AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: 1-2 IN. PVC SCHEDULE 80 CONDUIT BEND). ’ 4. THE CONTRACTOR:. SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND
C. INSTALL HANDHOLE, PROPERLY LABEL EACH CABLE.
D. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED, PEPCO # 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TQ INSTALLING PROPOSED SIGNAL EQUIPMENT. IF
E. INSTALL 4 IN. PYC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. 732471-377 ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
F. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. . CBA# 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,
G. INSTALL 2 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. v 14069 HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD
H. INSTALL 24 IN.HE , 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
5 INSTALL 12 IN. HEQTT fgg"'_‘,'gg VV\\,/,:TTTEE EEESMAASEE,\T; PPSEESSMES ;ﬁggﬂgg&gﬂg ;AA\\,/EEMEENNTT ,{‘AAAAS}Z”N\JS FFC?F? ggggs\ﬂ}i{a{ 7. THE CONTRACTOR SHALL CONTACT MR. ROBERT RICKETTS (301) 2791281 AT LEAST 3 WEEKS PRIOR TO BEGINNING WORK
K INSTALL SIGN ON ONE 2% 4" WOOD POST : TO ARRANGE DELIVERY OF EQUIPMENT FOR TESTING TO MONTGOMERY COUNTY TECHNICAL CENTER, 1283 SEVEN LOCKS
L INSTALL SIGN ON ONE 4"x & WOOD POST ROAD ROCKVILLE, MD 20854. THE CONTRACTOR SHALL DELIVER APS EQUIPMENT, THE APS.WAV FILES (MESSAGES
V. USE EXISTING HANDHOLE. PROGRAMMED FROM THE FACTORY) AND CENTRAL CONTROL UNIT.
N.  USE EXISTING CONDUIT. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN
P. USE EXISTING CABINET AND CONTROLLER. (NOTE: INSTALL 1-4 IN. PVC SCHEDULE 80 CONDUIT BEND IN EXISTING FOUNDATION). " ACCESSIBILITY TO ALL OTHER QUADRANTS. ‘ EPARTHENT o e e A TION
Q. USE EXISTING SIGNAL POLE, SPAN WIRE AND ALL ATTACHED EQUIPMENT. ] 9. THE CONTRACTOR SHALL NOT DEACTIVATE OR MAKE ACTIVE ANY PEDESTRIAN SIGNAL STATE HIGHWAY ADMINISTRATION
R. SSEHETJ?%\'S Sr\]JGN;éll_GI;JOLE, SPAN WIRE AND ALL ATACHED EQUIPMENT. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS, t WITHOUT COORDINATING WITH MONTGOMERY COUNTY TRAFFIC ENGINEER.
AND . OFFICE OF TRAFFIC & SAFETY
S. USE EXISTING SIGNAL POLE, SPAN WIRE AND ALL ATACHED EQUIPMENT. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS TRAFFIC ENGINEERING DESIGN DIVISION
(REPLACE WITH NEW LED PEDESTRIAN SIGNAL HEADS), PUSHBUTTON AND SIGN. MD 119 (GREAT SENECA HIGHWAY) AT
T. REMOVE EXISTING SIGNAL POLE WITH ALL ATTACHED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GROUND GRADE MD 124 (QUINGE ORCHARD ROAD)
AND  BACKFILL. PEPCO # GAITHERSBURG, MD
U. PULL BACK EXISTING CABLES AND REDIRECT INTERCONNEGT TO THE CABINET, CAP AND ABANDON CONDUIT. 324714158
V. CAP AND ABANDON EXISTING CONDUIT.
W. REMOVE EXISTING PAVEMENT MARKING. APPROVALS REVISIONS SIGNALIZATION PLAN SHEET
!
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